FLEXALIGHTING

TYZAN

IP rated downlights

C € @ W IP67 made in ltaly

design Roberto Mantovani

—

IP67 trimless recessed
fixtures of the highest
quality construction
with extremely compact
dimensions. Body in
anodized aluminium,
versions with the front
mask in anodised
aluminium and powder-
coated. Toughened extra-
clear glass, ATEX cable

—

Encastrables trimless
IP67 de tres haute qualité
constructive, avec des
dimensions extrémement
contenues. Corps en
aluminium anodisé a
épaissedr, versions avec
frontal en aluminium
anodisé et peint en
poudre. Verre extra-clair
trempé, presse-étoupe

Incassi trimless IP67

di altissima qualita
costruttiva con dimensioni
estremamente contenute.
Corpo in alluminio
anodizzato a spessore,
versioni con frontale in
alluminio anodizzato e
verniciato a polveri. Vetro
extrachiaro temprato,
pressacavo ATEX, cavo in

IP67- Trimless-
Einbauleuchten
hdchster Bauqualitit

bei extrem kleinen
Abmessungen. Gehaduse
aus dick eloxiertem
Aluminium, Ausflihrungen
mit eloxierter und
pulverbeschichteter
Aluminiumfront. Speziell
Klares Hartglas, ATEX-

Luminarias empotrables
trimless IP67 de muy alta
calidad de fabricacion con
tamario extremadamente
reducido. Cuerpo de
aluminio anodizado

CON €Spesor, Versiones
con frente de aluminio
anodizado y barnizado
con polvo. Vidrio templado
extra claro, prensaestopas

gland, neoprene cord. neoprene. Lottica arretrata ~ ATEX, cable en néopréne.  Kabelverschraubung, ATEX, cable de neoprene.
Recessed optics ensure garantisce un alto comfort  L'optique en retrait garantit ~ Neoprenkabel. Die La optica hacia atras
high visual comfort. visivo. un confort visuel éleve. Rickwartsoptik garantiert ~ garantiza un alto confort
hohen Sehkomfort. visual.
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